
Figure 1Impat Errors and Confidene Bands of the SVAR Proeduresa
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a In both panels, small sample impact errors are mean errors in the impact coefficient of hours from 1,000
applications of the four-lag SVAR procedures with ρl = .95 applied to model simulations of length 180.
Dashed lines are 95% confidence bands. Population errors are also shown.



Figure 2Histogram of Errors for Gal�� Parametersa

A. QDSVAR

Response to 1% Technology Shock

P
ro

ba
bi

lit
y

of
R

es
po

ns
e

on
Im

pa
ct

-1 0 1 2
0

0.01

0.02

0.03

0.04

0.05

0.06

Model’s
Impact
Coefficient

B. LSVAR

Response to 1% Technology Shock

P
ro

ba
bi

lit
y

of
R

es
po

ns
e

on
Im

pa
ct

-1 0 1 2
0

0.01

0.02

0.03

0.04

0.05

0.06

Model’s
Impact
Coefficient

a In both panels, histograms show the impact coefficients of hours from 1,000 applications of the four-lag
SVAR procedures to model simulations of length 180 using Gaĺı (1999) parameters.



Figure 3Model and SVAR Population Responses of Hoursa
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a In both panels, dashed lines are population impulse responses of hours to a technology shock using Gaĺı
(1999) parameters and varying the lag length p in the SVAR procedures.



Figure 4Innovation Variane Ratio Implied by Gal�� Parameters (G) and U.S. Hours (H)a
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a In both panels, the solid line is the small sample mean impact error in the coefficient of hours from
1,000 applications of the four-lag SVAR procedures with ρl = .95 applied to model simulations of length
180. Dashed lines are 95% confidence bands. Point G corresponds to the Gaĺı (1999) parameters, while
point H corresponds to parameters which reproduce the variance of U.S. hours.


